
MUUTO A/S — ØSTERGADE 36-38 — DK-1100 COPENHAGEN — TEL. +45 3296 9897 — E-MAIL: CUSTOMERCARE@MUUTO.COM

PRO
D

U
CT FACT SH

EET 

DESIGNED BY / YEAR OF DESIGN
Claesson Koivisto Rune / 2016

ABOUT THE DESIGNER
Claesson Koivisto Rune is one of Sweden’s 
most prominent design studios with the three 
designers having won the annual Swedish 
design award eight times as well as many other 
international awards.

CATEGORY
Wall lamp

ENVIRONMENT
Indoor

DESCRIPTION
A wall mounted LED lamp with a strong and 
unique character. To be used in hallways or 
as a reading lamp next to a bed or sofa. 
Lean plays with our perception of standing 
and hanging, creating a new typology within 
wall-mounted lamps. 

PRODUCTION PROCESS
The lamp’s base is casted in aluminum, pol-
ished and finally powder coated. 

MATERIAL
Casted aluminum

CORD LENGTH
250 cm / 98.5"

BULB INCLUDED
Yes. Integrated LED

DIMABLE FUNCTION
Yes

CLEANING AND CARE
Clean with soft dry cloth only. Always switch off 
the electricity supply before cleaning.

CLAESSON KOIVISTO RUNE ON THE DESIGN “We approached the 
design of the Lean Lamp as if it was a small, wall-mounted sculpture; 
the lamp has a slender design that leans outward, away from the wall 
and into the room. The Lean Lamp has a strong and unique character, 
reduced to the essentials of base, stem and shade. The lampshade is 
equipped with a LED light source that provides discreet down lighting 
for any space.”

LEAN WALL LAMP – EU VERSION
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LEAN WALL LAMP – EU VERSION

Voltage   220-240V
Frequency  50/60Hz
IP Rating   IP20
Classification  Class II
Socket   Integrated, non-replaceable LED

BULB SPECIFICATION

LAMP RATING

Item   Non-replaceable LED
Watt   7W
Lumen   235 lm
Kelvin   27.00K
Lumen 
maintenance 50.000h
CRI  ≥80 
Dimmable  Yes

GENERAL STANDARDS & CERTIFICATES

EU/UK 

CE-LVD 
EN 60598-1:2015
EN 60598-2-1:1989
EN 62031:2008+A1:2013+A2:2015
EN 61347-2-13:2014
EN 61347-1:2008+A1:2011+A2:2013
EN 62493:2010
EN 62 471:2008

CE-EMC
EN 55015:2013
EN 61000-3-2:2014
EN 61000-3-3:2013
EN 61547:2009


